
RAC – REZIDENČNÍ KLIMATIZACE

DELUXE

Označení Vnitřní jednotka DM09RP.NSJ DM12RP.NSJ DM18RP.NSK DM24RP.NSK
Venkovní jednotka DM09RP.UL2 DM12RP.UL2 DM18RP.UL2 DM24RP.UUE

Chladicí výkon min/nom/max (kW) 0,89 / 2,5 / 3,7 0,89 / 3,5 / 4,04 0,9 / 5 / 5,5 0,9 / 6,6 / 7,4
Topný výkon min/nom/max (kW) 0,89 / 3,2 / 5 0,89 / 4 / 6 0,9 / 5,8 / 6,44 0,9 / 7,5 / 8,64

Příkon
chlazení (kW) 0,56 0,9 1,56 2,28
topení (kW) 0,71 0,98 1,61 2,24

Provozní proud
chlazení (A) nom/max 2,5 / 6 4 / 6 6,9 / 9 10,1 / 14
topení (A) nom/max 3,2 / 7 4,3 / 7 7,1 / 9,5 10,4 / 14

Startovací proud chl/top (A) 2,5 / 3,2 4 / 4,3 6,9 / 7,1 10,1 / 10,4
Napájení (fáze, V, Hz) 1f, 220-240, 50
Doporučené jištění* (A) 15 15 20 25
Napájecí kabel** počet žil x mm2 CYKY 3C x 1,0 CYKY 3C x 1,0 CYKY 3C x 1,5 CYKY 3C x 2,5
Komunikační kabel počet žil x mm2 5*1,5
EER chlazení (nom.) 4,5 3,9 3,2 2,9
COP topení (nom.) 4,5 4,1 3,6 3,35

Energetická třída
chlazení A++
topení A++ A++ A+ A+

Roční spotřeba energie
chlazení (kWh) 114 162 250 356
topení (kWh) 853 883 1367 1770

SEER koefi cient roční energet.účinnosti - chlazení 7,7 7,6 7 6,5
SCOP koefi cient roční energet.účinnosti - topení 4,6 4,6 4,2 4

Akustický tlak (1 m)***
vnitřní j.(dBA) 40 / 35 / 24 / 19 40 / 35 / 24 / 19 44 / 39 / 34 / 31 47 / 42 / 34 / 31

venkovní j.(dBA) chl/top 47 / 48 47 / 48 53 / 55 56 / 57

Akustický výkon****
vnitřní j.(dBA) 60 60 60 65

venkovní j.(dBA) 65 65 65 70

Průtok vzduchu 
vnitřní (m3/min) - chlazení 13 / 11 / 9 / 5,5 / 3,5 13 / 11 / 9 / 5,5 / 3,5 15,5/14,5 / 13 / 10,5 / 8 20 / 16,1 / 13,1 / 10,5 / 8
vnitřní (m3/min) - topení 11 / 9 / 6,5 11 / 9 / 6,5 16 / 13,5 / 11 18,5 / 15 / 11

venkovní j.(m3/min) 35 35 35 50
Odvlhčení (l/hod) 1,1 1,3 1,8 2,5
Náplň chladiva R410A (g) 1000 1000 1250 1350
Ekvivalent CO2 t-CO2 eq 2,09 2,09 2,61 2,82
Doplnění chladiva nad 7,5 m (g/m) 20 20 20 30
GWP (Global warming potential) 2087,5
Max.délka potrubí celkem (m) 20 20 20 30
Min.délka potrubí celkem (m) 3 3 - -
Max.převýšení (m) 10 10 10 15

Rozměry
vnitřní Š*V*H (mm) 837*302*189 837*302*189 998*330*210 998*330*210

venkovní Š*V*H (mm) 770*545*288 770*545*288 770*545*288 870*655*320

Čistá hmotnost
vnitřní (kg) 8,3 8,3 12 12

venkovní (kg) 30,5 30,5 36,2 46,4
Odstín RAL vnitřní / venkovní jednotka RAL 9016 / RAL 9001
Připojovací dimenze kapalina / plyn (mm) 6,35 / 9,52 6,35 / 9,52 6,35 / 12,7 6,35 / 15,88
Odvod kondenzátu vnější / vnitřní (mm) 21,5 / 16

Garantovaný chod
chlazení (°C) −15 ~ 48
topení (°C) −15 ~ 24 −10 ~ 24

D09CM.UL2
D12CM.UL2
D18CM.UL2

D24CM.UUE

Uvedené výkony jsou za následujících podmínek: 
Chlazení: vnitřní teplota 27 °C DB / 19 °C WB, venkovní teplota 35 °C DB / 24 °C WB
Topení: vnitřní teplota 20 °C DB / 15 °C WB, venkovní teplota 7 °C DB / 6 °C WB
Uvedené hodnoty roční spotřeby energie jsou průměrného při 500 provozních hodinách zařízení za nomin. podmínek.
Uvedená zařízení obsahují fl uorované skleníkové plyny (R410A).

* Doporučené velikosti jističů vycházejí z ofi ciální produktové dokumentace a jsou stanoveny s ohledem na max. proudové hodnoty (zde uvádíme pouze hodnoty provozních proudů).
** Doporučená velikost napájecího kabelu dle ofi c. produktové dokumentace, odpovídající velikost kabelu stanoví elektrikář.
*** Akustické tlaky jsou měřeny v anechoické (zvukově izolované) komoře, dle standardu EN ISO 3745. Udávané hodnoty tudíž mohou být vyšší, vzhledem k okolním podmínkám během provozu!
**** Akustické výkony jsou měřeny v dozvukové komoře za nominálních podmínek, dle standardu EN ISO 3741.

Příslušenství 
Infra ovladač standardně

Kabelový ovladač PREMTB001 / PREMTBB01, PREMTB100 / PREMTBB10
Zjednodušený / hotelový kabelový ovladač PQRCVCL0Q(QW) / PQRCHCA0Q(QW) - bílý / černý

El.deska PI485 (napojení na MaR) PMNFP14A1 (montáž do venkovní jednotky)
Suchý kontakt (ON/OFF, signalizace chodu/poruchy) PDRYCB000 / PDRYCB400 / PDRYCB100

Ovládání přes WiFi standardně vestavěno
Kompatibilita s multisplitem ano

Čerpadlo kondenzátu neobsahuje, nenabízíme
Standardní fi ltrace antibakteriální omyvatelný předfi ltr, Plazmaster ionizátor
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UNIT 7K 9K 12K
INDOOR DM07RP.NSJ DM09RP.NSJ DM12RP.NSJ

Capacity Cooling/Heating Nom kW 2.1 / 2.3 2.5 / 3.2 3.5 / 4.0

Power Input W 30 30 30

Running Current A 0.2 0.2 0.2

Power Supply Ø / V / Hz 1 / 220-240 / 50 1 / 220-240 / 50 1 / 220-240 / 50

Air Flow Rate H / M / L m3/min 7.5 / 6.1 / 4.5 7.7 / 6.4 / 5.0 8.1 / 6.7 / 5.3

Sound Pressure Level H / M / L dB(A) 35 / 31 / 26 36 / 32 / 27 38 / 34 / 29

Sound Power Level Cooling dB(A) 56 56 56

Dehumidification Rate l/h l/h 0.9 1.1 1.2

Dimension mm 837 * 302 * 189 837 * 302 * 189 837 * 302 * 189 

Net weight kg 8.3 8.3 8.3

Piping Connections Liquid mm(inch) Ø 6.35 (1/4) Ø 6.35 (1/4) Ø 6.35 (1/4)

Gas mm(inch) Ø 9.52 (3/8) Ø 9.52 (3/8) Ø 9.52 (3/8)

• Single Combination
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ASUW0963WB0(G09WL) ASUW1263WB0(G12WL)
ASUW096MUF3(H09AK)    ASUW096BUS3(S09AK) 
ASUW126MUF3(H12AK)    ASUW126BUS3(S12AK)
ASUW096NRR0(A09LL) ANUW126NRR0(A12LL)
ASUW1862EF0(P18EL) ASUW1862WR0(D18RL)

[Unit : mm]

DM09RP.NSJ / DM12RP.NSJ

DM09RP.UL2 / DM12RP.UL2

* This product contains Fluorinated greenhouse gases (R410A).
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Item No. Part Name Remark

1  Front Panel

2  Display & Signal Receiver Hidden

3  Air Filter

4  Knockout hole  For pipe and cable

(Unit : mm)

Item No. Part Name

1  Air Discharge Grille

2  Gas Pipe Connection Port

3  Liquid Pipe Connection Port

4  Control Box

5  Earth Screw

(Unit : mm)

UNIT 9K 12K
INDOOR DM09RP.NSJ DM12RP.NSJ

Capacity Cooling Min/Rated/Max W 890/2500/3700 890/3500/4040
Heating +7°C Min/Rated/Max W 890/3200/5000 890/4000/6000
Heating -7°C Rated W 3200 3800

Power Input Cooling Rated W 556 898
Heating +7°C Rated W 712 975

EER W/W 4.5 3.9 
S.E.E.R. 7.7 7.6 
P design C kW 2.5 3.5
COP W/W 4.5 4.1
S.C.O.P. 4.6 4.6 
P design H kW 2.8 2.9 
Energy Label Cooling A++ A++

Heating A++ A++
Annual Energy Consumption Cooling kWh 114 162

Heating kWh 853 883
Sound Pressure Cooling Sleep dBA 19 19

Low dBA 24 24
Medium dBA 35 35
High dBA 40 40

Heating Low dBA 24 24
Medium dBA 35 35
High dBA 40 40

Sound Power Cooling High dBA 60 60
Air Flow Rate Cooling Sleep m3/min 3.5 3.5 

Low m3/min 5.5 5.5 
Medium m3/min 9.0 9.0 
High m3/min 11.0 11.0 
Max (Power) m3/min 13.0 13.0 

Heating Low m3/min 6.5 6.5 
Medium m3/min 9.0 9.0 
High m3/min 11.0 11.0 

Dehumidification Rate l/h 1.1 1.3
Running Current Cooling Rated A 2.5 4.0 

Max A 6.0 6.0 
Heating Rated A 3.2 4.3

Max A 7.0 7.0 
Starting Current Cooling Rated A 2.5 4.0 

Heating Rated A 3.2 4.3
Power Supply Ø / V /Hz 1 / 220-240 / 50 1 / 220-240 / 50
Circuit Breaker A 15 15
Power Supply Cable N x mm² 3*1.0 3*1.0
Power & Transmission Cable N x mm² 4*1.0 (Including Earth) 4*1.0 (Including Earth)
Dimension mm 837*302*189 837*302*189 
Net Weight kg 8.3 8.3 
Fan Motor Output W 30 30

OUTDOOR DM09RP.UL2 DM12RP.UL2
Operation Range Cooling Min~Max °CDB -15~48 -15~48

Heating Min~Max °CDB -15~24 -15~24
Sound Pressure Cooling High dBA 47 47

Heating High dBA 48 48
Sound Power Cooling High dBA 65 65
Air Flow Rate Cooling High m3/min 35 35
Piping Length (Odu/Idu) Min m 3 3

Max m 20 20
Elevation (Odu/Idu) Max m 10 10

Piping Connection Liquid OD(Outside) mm 6.35 6.35
OD(Outside) inch (1/4) (1/4)

Gas OD(Outside) mm 9.52 9.52
 OD(Outside) inch (3/8) (3/8)
Drain OD(Outside) mm 21.5 21.5

OD(Outside) inch 0.85 0.85
Refrigerant Type R410A R410A

Charge at 7.5m g 1,000 1,000
t-CO2 eq 2.09 2.09

Additional charge g/m 20 20
GWP 2087.5 2087.5

Fan Motor Output W 43 43
Compressor Type 1P Rotary 1P Rotary
Net Weight kg 30.5 30.5
Dimension mm 770*545*288 770*545*288

• Multi Combination

Gold Fin™

60p
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34p

Smart
Diagnosis
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Comfort
Air
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* This product contains Fluorinated greenhouse gases (R410A).
** S : Sleep / L : Low / M : Medium / H : High
*** Specifi cation, design and feature are subject to change without prior notice.
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*** Specifi cation, design and feature are subject to change without prior notice.
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